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Dormer Section A1  1 : 10

Dormer Section B2

Beige mortar to bed edge of tile on painted
cement board  

White barge boards to match composite windows

Marley – Ashdowne Handcrafted Clay Roof 
Tiles – Ashurst 

Black Cast Iron effect gutter 

White flush casement window 

White reveal trim to close off cacity 

Lead flashing to window cill in accordance 
with LSA standard requirments 

Breather membrane to dressed as indciated 
Vapour control layer

Insulation between studs 
100mm Kingspan Kooltherm 

K112

12mm WPB ply fixed to 
timber stud, finished with 

breather membrane.

100x50mm timber stud 

72.5mm Kingspan 
Kooltherm K118 insulated 
plasterboard with a skim 
finish 

Timber roof truss to specalist design 

Insulation between rafters 150mm Kingspan 
Kooltherm K107

25x38mm tantalised timber batten 

Silicon sealant to provide a watertight seal 

Lead flashing to tie in with dormer cheeks 
in accordance with LSA standard 
requirments 

Marley – Ashdowne Handcrafted Clay Roof 
Tiles – Ashurst 

Marley dry ridge system

White composite fascia and soffit 
to match windows 

Marley – Ashdowne Handcrafted 
Clay Roof Tiles – Ashurst 

72.5mm Kingspan 
Kooltherm K118 insulated 
plasterboard with a skim 

finish 

Marley – Ashdowne Handcrafted 
Clay Roof Tiles – Ashurst 

Propriety valley tray on 12mm WBP plywood. Fix 
in accordance with manufactures standard 
guidance 

72.5mm Kingspan 
Kooltherm K118 insulated 
plasterboard with a skim 

finish 

Vapour control layer

Silicon sealant to provide a watertight seal 

Timber roof truss to specalist design 

Insulation between rafters 
150mm Kingspan Kooltherm 

K107

25x38mm tantalised timber batten 

Insulation between studs 
100mm Kingspan Kooltherm 
K112

Standard LSA consealed dormer 
gutter detail 

Vapour control layer

Marley – Ashdowne Handcrafted 
Clay Roof Tiles – Ashurst 

72.5mm Kingspan Kooltherm 
K118 insulated plasterboard with 
a skim finish 

Insulation between rafters 
150mm Kingspan Kooltherm 
K107

25x38mm tantalised timber batten 

Timber roof truss to specalist 
design 

A
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