-MITIGATION AREA
No construction or earthworks taking place, and as such
no impact to retained vegetation. N

2 no. Common holly (/lex aquifolium}

Standard form; 2.5 - 3 m height; 8-10 cm girth @ 1 m.
Planted with 5 m spacing between newly planted stems.

v A

3 no. Schwegler Nest Box 1b w.32mm entrance hole-
To be attached to retained trees along the edge of the
woodland area at 3-4m height. N.NE facing with a slight
downward tilt.

Mixed native scrub planting comprising of;
30% Hawthorn (Crataegus monogyna)
10% Common hazel (Corylus avellana)
10% Wayfaring tree(Viburnum lantana)
10% Spindle (Euonymus europeaus)
10% Blackthorn (Prunus spinosa)

10% Alder buckthorn (Frangula alnus)
10% Guelder rose (Viburnum opulus)
5% Dogwood (Cornus sanguinea)

%
5% Dog rose (Rosa canina) 0 N
A
Whips should be planted at 1.5m spacing in random N \\\\\\@

mixed species clumps. . 0§\

\ N )
4 no. Field maple (Acer campestre}"\ L] §
Standard form; 2.5 - 3 m height; 8-10 cmgith @ 1m. ‘()
Planted with 5 m spacing between newly planted stems. \

3 no. Silver birch (Betula pendula)
2 no. Crab apple (Malus sylvestris)
Standard form; 2.5 - 3 m height; 8-10 cm girth @ 1 m.
Planted with 5 m spacing between new stems.

N

3 no. Midland hawthorn (Crataegus laevigata)
2 no. Rowan (Sorbus aucuparia)
Standard form; 2.5 - 3 m height; 8-10 cm girth @ 1 m.
Planted with 5 m spacing between stems, alternating
/ species starting with midland hawthorn.

Baldock
Services

RETAINED Existing area of
ornamental shrub beds and ruderal
vegetation alongside the building.

RETAINED Existing area of modified

<\ grassland.

N\
-DEVELOPMENT AREA
Removal of all vegetation and excavation for substation
foundation base, power back bases and
outgoing/incoming ducts to and from chargers and power
banks. All arisings will be re-used where suitable and
any surplus will be removed to an appropriately licensed

facility.
\
Stone Mastic Asphalt

(SMA) hard surfacing
around infrastructure

Other Neutral grass area to be seeded

3 no. Silver birch (Betula pendula)
Standard form; 2.5 - 3 m height; 8-10 cm girth @ 1 m.
Planted with 5 m spacing between stems and 5 m from

cabinets and substation.
e

Un-named Road

Crab apples to be planted at either end of the row with TREE PLANTING SCHEDULE ’ EXIStIng modified graSS|and
silver birch in the middle.
aty Name Common Name Height Form Girth Root Clear stem Proposed Other Neutral Grassland
% 6 Betula pendula Silver birch 25-3m Standard 8-10 cm Root Ball 175-2m
4 Acer campestre Field maple 25-3m Standard 8-10cm Root Ball 175-2m Proposed Mixed Native Scrub
3 Crataegus laevigata Midland hawthorn 25-3m Standard 8-10 cm Root Ball 175-2m
2 Malus sylvestris Crab apple 25-3m Standard 8-10 cm Root Ball 175-2m Proposed tree plaming
1 R 1 2 Sorbus aucuparia Rowan 25-3m Standard 8-10cm Root Ball 1.75-2m
. 2 llex aquifolium Common holly 25-3m Standard 8-10 cm Root Ball 175-2m
k % 50 metr » 5 Proposed Schwegler Nest Box

3no. softwood stakes secured
by proprietary rubber ties

50-75mm organic mulch

Tree pit with sloped sides

0 1000

2000 mm

Existing Woodland

Existing Trees

Existing ornamental shrubs &
ruderal vegetation

PLANTING SPECIFICATION

1 General Guidance

All plant handling to be in accordance with the HTA 'Handling and establishing landscape plants' Part |, Part Il and Part lil (obtainable from the Horticultural Trades Association) and the
CPSE publication: 'Plant Handling' and all planting to conform to National Planting Specification Guidelines.

The individual setting-out of the tree planting on site shall be the responsibility of the contractor and should follow closely the location shown on the planting plan.
Contractor to check the locations of all underground services, existing and proposed, prior to any excavation and identify any potential conflicts to the Client.

All arisings shall be removed from site and the contractor shall at all times, keep the site free from rubbish and debris.

For the duration of the works the contractor shall keep the site free from injurious weeds as listed in the Weeds Act 1959.

All plants should be supplied at the same size and of the same species as specified in the planting schedule above. Any proposed replacement species or deviation from the planting
schedule should be highlighted to and agreed with the client prior to installation.

The Contractor shall carry out the work while soil and weather conditions are suitable. Planting is not to take place during periods of frost or strong winds.
The contractor is to ensure that adequate watering and weed control is provided at the time of planting.

Any topsoil retained on site in stockpiles for use in planting works is to be stored in accordance with the DEFRA publication; 'Code of practice for the sustainable use of soils on
construction sites'. Do not use peat or peat based products.

Prior to planting, planting areas shall be cleared of grass and weed growth physically.

Tree to be watered thoroughly before planting stage to ensure rootball is thoroughly soaked prior to final backfilling.
2 Native Scrub Whip Planting

Access arrangements and site restrictions to be confirmed with landowner prior to commencement of works.

Planting should take place from the beginning of November to the end of February and while soil and weather conditions are appropriate for the operations. Planting outside of this
window is possible but will require increased aftercare to ensure healthy plant establishment.

Prior to planting, generally clear any surface vegetation in planting areas and ensure roots of bare root plants are kept moist and covered at all times.
All plants to be notch planted at an approximate spacing of 1.5m

Whips to be fitted with 60cm Biodegradable Shrub Shelters (or equivalent) and supported by a softwood stake.

All shrubs to be surrounded by 0.5m radius area of well-rotted bark mulch to a minimum depth of 100mm.

Ensure planting appears random / natural with species distributed across the planting areas.

3 Grass Seeding

Areas to be seeded are to be finely graded to bring to a uniform and even grade at the correct finished level and to remove all minor hollows and ridges. All stones and debris greater
than 50mm in size to be removed and disposed of off-site.

Seeded areas are to consist of min. 150mm topsoil; either existing retained site sourced topsoil (free from weeds) or imported topsoil (Multi-purpose grade to BS3882:2015; sandy loam)
or a combination of the two as necessary; overlying min. 150mm layer of clean, free-draining subsoil.

Final preparation of the seeded areas shall be carried out as to create a fine tilth surface suitable for seeding.

Use the approved seed mix, as specified in the planting schedules at the specified rate.

Seeding is to be undertaken preferably in Spring (Early March to late June) or if not feasible in Autumn (Mid August to October). Where sowing rates are low and sowing is to be
undertaken by hand broad-casting, the contractor should mix the seed evenly with a fine, dry sand to bulk up the sowing mixture. Seeding by this method should only be undertaken on
calm days with no wind, after seeding, areas are to be hand raked and lightly rolled.

The contractor shall take the necessary precautions to ensure all grass areas are protected throughout the establishment period, with the use of chestnut pale fencing where
appropriate.

The contractor shall ensure that all seeded areas are watered fully at the time of installation to the full cultivated depth

4 Plant and Seed Sourcing

All plant and seed material will be will be UK sourced and grown. All plant material to be sourced from reputable suppliers with good biosecurity and phytosanitary procedures.
5 Tree Planting

Tree planting to be in accordance with BS 3936: Par 1:1992 (Ref. 13) and BS 8545:2014 (Ref. 14).

Hole to be dug with gently sloping, scarified sides to comfortably accommodate the width, but of no greater depth than the root-ball. The hole may be slightly shallower than the rootball
(approximately 2.5-5cm), in anticipation of soil settlement.

Place the tree in the centre of the hole and backfill in layers of approximately 15cm depth, gently tamping each layer except the final one, to remove large voids and to reinstate the
pre-existing soil profile. Excessive compaction will result in poor aeration and drainage whilst excessively loose, poorly structured soil may settle excessively.

Apply water gradually until the roots or root-ball is thoroughly soaked along with the backfilled soil. Do not over-water to cause waterlogging
Apply a thin (50-75mm) layer of organic muilch (e.g. shredded hardwood bark) but do not build up around the root flare.
Backfilled soil should not be ameliorated with composts or fertilizers.

Trees to be staked and supported with three low single stakes, consisting of: 3 no. 75mm diameter x min. 950mm length, rounded timber posts driven into the ground vertically 400mm
either side of the trunk, approx. 450mm below ground level and 500mm above; tree to be secured to the posts with 3 no. proprietary rubber tree ties. The most effective supports are
those that support the tree on all sides and as low down as practicable (stakes should not be more than one-third clear stem height), to allow for maximum stem movement and thereby
strengthening of the stem base and roots.

Trees shall be installed with proprietary flexible perforated irrigation/aeration pipe with integral cap. Pipe to be installed encircling equally around rootball to the full depth of planting pit,
with the final cap section installed just above ground level and nailed securely in place to the adjacent timber stake.

All trees in grass areas to be protected by min. 225mm high x 12-15mm diam. proprietary biodegradable strimmer/vole guards. Where trees have a basal trunk diameter greater than
12mm e.g. semi-mature, then two or more guards should be joined together using jointing tape and then secured in place.

6 Tree Sourcing

All trees will be will be UK sourced and grown, and to meet the standards set out in BS 8545:2014. All trees to be sourced from reputable suppliers with good biosecurity and
phytosanitary procedures.

7 Tree & Native Scrub Planting Establishment Maintenance

All soft landscape areas to be maintained to BS 7370-4:1993.

Sufficient watering should be undertaken by the contractor at planting to establish healthy plant growth. For the first three years of establishment, trees to be watered between April and
October, with the frequency dependant on soil conditions and weather.

Al failed / defective trees identified within the first 5 years of installation should be replaced at the soonest available planting season to ensure a continued coverage of growth.
Replacement plants should be of the same species and specification of the failed specimens.

All planting areas should be kept tidy and free from weeds, trimmings, debris and litter. Weeds should be removed by hand, and mulch topped up annually.

Formative pruning to be undertaken in accordance with British Standard 3998:2010 (Ref. 15) to maintain a good branching habit and to prevent conflict with

Rev | Date B Description

<

and roads.

Tree stakes, ties and guards should be checked annually for adjustment and/or replacement/removal as required. Monitoring of planting to take place on an annual basis for the first 5
years to ensure all maintenance tasks are being undertaken and that trees are developing well. Results of monitoring (including photographs as evidence) to be supplied in a brief
report to the Local Planning Authority as evidence of compliance.

Drawing Status

PLANNING

Trees that are to be planted close to buildings, infrastructure or roads will require regular, sensitive crown management as they develop. This is to avoid the crowns or individual limbs Client GRIDSERVE Sustainable Energy Lid
extending and interfering with the buildings and road users. No branches should extend over the carriageway or be within 0.5 m of buildings.
Project Extra Services Baldock
NATIVE SCRUB PLANTING SCHEDULE fe LendmePeninoen
% aty Name Common Name Height Form Root Scale 11000 @ A3 Dravn A
Date March 2025 Checked JC
30 25 Crataegus monogyna Hawthorn 60-80 cm Whip Bare Root
10 9 Corylus avellana Common hazel 60-80 cm Whip Bare Root Drawing No.  MH9840-001 Rev A
10 9 Viburnum lantana Wayfaring tree 60-80 cm Whip Bare Root
10 9 Euonymus europeaus Spindle 60-80 cm Whip Bare Root
10 9 Prunus spinosa Blackthorn 60-80 cm Whip Bare Root
10 9 Frangula alnus Alder buckthorn 60-80 cm Whip Bare Root
10 9 |Vibumum opulus Guelder rose 60-80 cm Whip Bare Root Maydencroft Limited, Maydencroft Manor
5 4 Comus sanguinea Common dogwood 60-80 cm Whip Bare Root Gosmore, Hitchin, Hertfordshire, SG4 7QA
5 4 Rosa canina Dog rose 60-80 cm Whip Bare Root

t +44 (0)800 157 7707
e info@maydencroft.co.uk
W www.maydencroft.co.uk
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