
Kerbing Legend

125mm upstand

Kerb Ref Type Dimension Notes

125x255HB2

50mm upstand eg dropped kerbing
to dwelling  primary access crossover

125x150BN
Flush kerb laid with slight fall to channel

eg Pedestrian crossings

125x150CS0

Square edged path edging laid flush
unless otherwise stated50x150EF

25mm upstand eg vehicle
crossover dropped kerb125x150BN

Parking Bays: Concrete Block paving - Permeable
(tanked) Marshalls Priora or Similar - Grey

Bitmac carriageway

Surface Finishes Legend

Verge/soft landscape

Traffic Overrun: Concrete Block paving - Standard,
Marshalls or Similar - Tegula - Grey

Patio/Footpath: 440 x 400 x 60 Paving slab - Half
Bond - Buff

Pedestrian Areas: Concrete Block paved Footway -
Standard, Marshalls or Similar - Herringbone - Buff

Bitmac footway/vehicle crossing

S278 Works

Tactile Blister Paved Uncontrolled Pedestrian
Crossing Points - Buff Colour

Tactile Corduroy Paved Drop Kerb Access Point
- Buff Colour
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NOTES

1. All dimensions and levels are in metres unless otherwise noted

2. This drawing is to be read in conjunction with the relevant
Architect's/Engineer's drawings, specifications and CDM
documentation

3. This drawings has been produced electronically and may have
been photo reduced or enlarged when copied. Work to figured
dimensions only (DO NOT SCALE). All dimensions to be checked on
site. Any errors or omissions to be reported to the engineer
immediately.

4. This drawing contains coloured lines / information that may not be
clear if reproduced in black and white.

5. Digital copies of this plan can only be considered accurate if
supplied directly by Infrastruct CS Ltd.
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DESIGNERS CDM NOTE - RESIDUAL RISKS NOT IDENTIFIED

The design Engineer(s) have assessed this design as the scheme has
been developed in order to identify if there are any residual risk hazards
(i.e. unusual, unexpected, abnormal or difficult).

No residual risks have been identified for this scheme and therefore no
entries were added to the risk register.

This statement assumes that a competent Contractor with the
appropriate qualified staff will be employed for the works, and that
they will be familiar with site wide construction risks and hazards that
they can reasonably be expected to encounter as part of their work.

P01 SNN MBD Initial issue 17/01/25

P02 SNN MBD Site Layout updated, Tactile Crossings added 01/04/25

P03 SNN APL Amended to RSA comments 06/05/25

P04 SNN APL Amended to RSA comments 05/06/25

P05 NJ MBD Site layout updated. 13/06/25

P06 NJ MBD
Patio configurations to blocks 2, 3, 4 & 5
updated in line with revised architectural site
layout

04/07/25

P07 NJ MBD Parking Bays Updated 09/07/25
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New site
entrance
subject to
Section 278

DESIGNER NOTE
Refer to drawing 0300 for phase 2
works

Qty 9

Secondary Isolator: Lucy Trojan Midi double pole isolator unit
Primary Isolator: DNO approved isolator
Supply: DNO electrical supply connection
Dimming Profile: Via CMS

Control Type:
Telensa 1 part 5 pin CMS Node fitted to a 7
PIN NEMA Socket in accordance with HCC
requirements only

Control Gear: DALI enabled electronic control gear
Luminous Intensity: G3
Luminaire Tilt: 0°
Colour Temperature: 4000k Neutral White
Charge Code: 42 0023 0000 100
Luminaire Wattage: 23W
Lumen Output: 3.12 klm

Manufacturer Ref: AXIA 2.1 5187 8 OLSON SQUARE GIANT
820mA NW 740

Mounting Type: Post top mounted
Luminaire: Urbis Axia 2.1 with integrated rear shield.

Proposed galvanised steel lighting column of 6.0 metre nominal height
with a planted base with glass flake root protection as per
Hertfordshire County Council and BS EN 40 specification
An OSID sticker is to installed at the base of the lighting column and
inside the hood of the lantern

Lighting Column:

Qty 3

NOTES:

ALL STREET LIGHTING IMPROVEMENTS WORK TO BE CARRIED OUT TO THE
CURRENT HERTFORDSHIRE COUNTY COUNCIL (HCC) SPECIFICATIONS AND
AGREEMENTS.

ANY CONTRACTOR UNDERTAKING STREET LIGHTING WORKS SHALL HOLD
CURRENT HEA ACCREDITATION

CONTRACTOR TO CONFIRM POSITION OF STATUTORY UNDERTAKERS PLANT
BEFORE COMMENCEMENT OF THE WORKS.

DURING WORKS ALL TRAFFIC MANAGEMENT TO BE IN ACCORDANCE WITH
CHAPTER 8 OF THE TRAFFIC SIGNS MANUAL.

ALL LAMP COLUMNS TO BE LOCATED AT THE BACK OF THE FOOTPATH OR
AS FAR BACK FROM THE CARRIAGEWAY AS POSSIBLE WITH A MINIMUM
DISTANCE AS PER CURRENT BS 5489.
THE DISTANCE IS FROM ANY PROTRUSION TO THE EDGE OF THE
CARRIAGEWAY, THIS INCLUDES SIGN PLATES ETC.

ANY EXISTING OR PROPOSED TREES ARE TO BE CUTBACK, REMOVED OR
RELOCATED TO AVOID INTERFERENCE WITH THE STREET LIGHTING
LUMINAIRE OR PREVENT ANY FUTURE MAINTENANCE.

IF THE AUTHORITY OR CONTRACTOR EXPERIENCE ANY PART DISCREPANCY
BETWEEN THIS DRAWING OR ANY OF THE DOCUMENTS RELATING TO THIS
SITE THE AUTHORITY OR CONTRACTOR MUST CONTACT THE LIGHTING
DESIGNER FOR CLARIFICATION.

UNIT NUMBERS SHOWN ARE FOR DESIGN IDENTIFICATION PURPOSES ONLY.
FINAL COLUMN NUMBERING SHALL BE AGREED WITH THE OVERSEEING
ORGANISATION.

Secondary Isolator: Lucy Trojan Midi double pole isolator unit
Primary Isolator: DNO approved isolator
Supply: DNO electrical supply connection
Dimming Profile: Via CMS

Control Type:
Telensa 1 part 5 pin CMS Node fitted to a 7
PIN NEMA Socket in accordance with HCC
requirements only

Control Gear: DALI enabled electronic control gear
Luminous Intensity: G2
Luminaire Tilt: 0°
Colour Temperature: 4000k Neutral White
Charge Code: 42 0019 0000 100
Luminaire Wattage: 19W
Lumen Output: 2.75 klm

Manufacturer Ref: AXIA 2.1 5167 8 OLSON SQUARE GIANT
700mA NW 740

Mounting Type: Post top mounted
Luminaire: Urbis Axia 2.1 with integrated rear shield.

Proposed galvanised steel lighting column of 6.0 metre nominal height
with a planted base with glass flake root protection as per
Hertfordshire County Council and BS EN 40 specification
An OSID sticker is to installed at the base of the lighting column and
inside the hood of the lantern

Lighting Column:
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NOTES
· All street lights in verge to have 150mm concrete collar surround
· Tree root barrier required to any tree within 5m of the

carriageway/footway
· Block paving to be laid at 45° herringbone pattern. Stretcher

course should be used when pattern can't be continued. 1 No
stretcher course channel either side of road

· No doors or windows are to open onto the highway at any level.
No gas boxes or porches are to be located within highway land

· All private footways to be side hung so no runoff into public
highway

· No railings or fences to be in highway or 600mm from front face of
kerb


