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123.45¢6 Proposed Spoftlevel
(Is indicates low spot)

— Internal Foul Drainage connection London ROC]d, ST |pp0|yTS
¥ % Private 320/460mm dia DRG. No:

(D) == Indicates (2) steps 150 rise300 going Foul inspection Chamber 1331-05-02 Rev A

/ RET — . — @— - — Private Foul Water Sewer (FW) & Chamber
/ —— Retaining Wall

M————  Private Yard Gully connecting o FW Sewer

/ Rising Edge — — O— — Private Surface Water Sewer (SW) & Chamber
, == == == Rising Edgé . X 00
,/ UB o— — — Private SW Rodding Eye K¢n ....
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! Exposed Brickwork/Underbuild mSE——  Private SW Yard Gully (YG) Road Gully (RG) e o
oo’
Retained Brickwork @—— Private SW Down Pipe & connection :
[IIIIIIIL] Private SW Channel Drain INFRASTRUCTURE DESIGN LTD
~~~~~~~~~ . EST 2000
. Locally Raised DPC (no more than FFL) Suite 44, Harborough Innovation Centre, Airfield Business Park,
4400 e X " A S~ Leicester Road, Market Harborough, Leicestershire, LE16 7WB
A v ol A Vertical Step in FFL .7 Adoptable Foul Sewer & Manhole Tel 01858 411570
L N . @_ Adoptable Surface Water Sewgf’& Manhole ving
WOorking ror
Garden Slope ¢}
1/15
Private Drainage General Principles c H AR L E s c H U Rc H
Prior to topsoiling of rear gardens, the gardens should be e The minimum size for a gravity foul sgsfer should be: CHARLES CHURCH DEVELOPMENTS LTD
reworked or rotavated to a depth of 600mm. Once thisis O 100mm nominal internal dia er for ten properties or less: 3 Waterside Way
carried out no further access to heavy plant should be or Bedford Road

O 150mm nominal interng#diameter for more than ten properties
e The minimum gradient #gfor foul 1:80 and for surface water 1:100. Steeper
gradients are prefep€d (as opposed) to backdrop chambers.

allowed, and any further consolidation of subsoil should be

A . ) Northampton
further reworked in accordance with NHBC's requirements.

NN4 7XD

e Where draingde passes through an arch or lintel in a foundation wall, the
pipework s#ould be as close as perpendicular as possible to the wall in
t the gap in the wallis as short as practical.

Existing Survey in grey

tel: 01604 884600

/ © Infrastructure Design Ltd



AutoCAD SHX Text
RG

AutoCAD SHX Text
RG

AutoCAD SHX Text
YG

AutoCAD SHX Text
YG

AutoCAD SHX Text
RG

AutoCAD SHX Text
RG

AutoCAD SHX Text
RG

AutoCAD SHX Text
YG

AutoCAD SHX Text
RG

AutoCAD SHX Text
YG

AutoCAD SHX Text
RG

AutoCAD SHX Text
YG

AutoCAD SHX Text
S

AutoCAD SHX Text
YG


	Sheets and Views
	Sheet2


